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4"SSLW

LENGTH (ft)
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SEE NOTE 3
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CROSSWALK

30"
10:1

d

30"

10:1

*

BROKEN LANE LINES AND ARROW QUANTITY FOR TURN LANES

TYPICAL B LAYOUT

DECELERATION TRANSITION TAPER = D

CURB LINE

OR

EDGE OF PAVEMENT

CURB LINE OR EDGE OF PAVEMENT

STOP LINE TYPICALLY PLACED

 4’ PRIOR TO CROSSWALK

NOTE: FOR SHOULDER WIDTH   5ft

TAPER EDGELINE AS SHOWN OR

FOR SHOULDER WIDTH � 5ft

STRAIGHT LINE

10’

TYP.

30’

TYP.

4"SSLW

12’ TYP.

4"DSLY

DDB

CURB LINE

STRAIGHT OR 10:1

STRAIGHT OR 10:1

1. PAINTED EDGELINE REQUIRED ON CURBED

   SHOULDERS GREATER THAN 24".

2. STOP LINES ARE 18" WIDE SSLW(T).

3. STRAIGHT THROUGH ARROWS AS REQUIRED,

   SEE THE PAVEMENT MARKING PLANS FOR THE 

   APPROPRIATE LAYOUT.

4. TRANSVERSE CROSSWALK LINES SHALL BE 

   THERMOPLASTIC,  NOT LESS THAN 6" WIDE

   AND NOT LESS THAN 6’ APART.

*

6"SSLW(T)

SEE WORD AND SYMBOL

LANE LAYOUT (PM-8)

11-05-2010

4’ MIN (TYP.)


